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ALLWEATHER

The Allweather external folding system is a robust multifolding system 
designed for heavy doors in external folding applications. The system is 
packed with features such as complete adjustment capabilities at every 
hanger and pivot point, unique rack and pinion lateral adjustment, top pivot 
and Stainless steel components, suitable for both left and right hand openings. 

The robust aluminium track allows for a 90kg weight capacity whilst the 
aluminium & polypropylene guide channel set makes operation smooth and 
quiet.  With optional seals and locks, the AllWeather External folding system is 
suitable for external applications including patio doors and alfresco entertaining 
areas.

www.cowdroy.com.au/product/allweather-external-bi-folding

ALLWEATHER
FOLDING DOOR TRACK
FOR EXTERNAL DOORS

90KG
PER PANEL

Enclosed aluminium track Clear Anodised - top mount 

Top track and bottom sill mounted, reversible pivot sets 

 

Complete adjustment capabilities at every hanger & pivot point 

100mm Stainless steel butt hinges with D-handle & offset options 

Door mounted wheel assembly with concave tyres 

Bottom roller guide and floor fixed guide channel set 

Optional brush and perimeter seals available 

Optional door locks available

Track: 
Pivot Set: 
 
Key features: 
Hinges: 
Top Hanger: 
Door Guide: 
Optional: 
Optional:

FEATURES

TECH SPECS

GUIDE VIEW

TRACK VIEW

ALLWEATHER EXTERNAL

PACK / SET

MAWE321:

MAWE422:

MAWE440:

MAWE550:

MAWE660:

MAWE770: MAWE880:

MAWE330:

MAWE431:

MAWE532:

MAWE633:

MAWE743:

Easy-order kit - 3 doors (2+1) - 3000mm opening

Easy-order kit - 4 doors (2+2) - 6000mm opening

Easy-order kit - 4 doors (one way) - 6000mm opening

Easy-order kit - 5 doors (one way) - 6000mm opening

Easy-order kit - 6 doors (one way) - 6000mm opening

Easy-order kit - 7 doors (one way) - 6000mm opening Easy-order kit - 8 doors (one way) - 6000mm opening

Easy-order kit - 3 doors (one way) - 3000mm opening

Easy-order kit - 4 doors (3+1) - 6000mm opening

Easy-order kit - 5 doors (3+2) - 6000mm opening

Easy-order kit - 6 doors (3+3) - 6000mm opening

Easy-order kit - 7 doors (4+3) - 6000mm opening

3 DOORS

3000MM

2+1

4 DOORS

6000MM

ONE WAY

6 DOORS

6000MM

ONE WAY

4 DOORS

6000MM

2+2

5 DOORS

6000MM

ONE WAY

7 DOORS

6000MM

ONE WAY

8 DOORS

6000MM

ONE WAY

3 DOORS

300MM

ONE WAY

5 DOORS

600MM

3+2

7 DOORS

6000MM

4+3

4 DOORS

6000MM

3+1

6 DOORS

6000MM

3+3

COMPONENTS & REPLACEMENT PARTS

OPTIONAL EXTRAS

AW886SS:

AW888SS:

AW487SS:

TT84762:

Intermediate Hanger & Guide Set 
- S/Steel

Meeting Door Hanger & Guide 
Set - S/Steel

Offset Hinge Set (3) - S/Steel

Aluminium Guide Channel 6.5m 
Clear Anod.

AW883SS:
Top & Bottom Pivot Set - S/Steel

AW885SS:
End Hanger & Guide Set - 
S/Steel

AW81200:

FLUSH BOLTS:

Brush Seal 3000mm Black

a range of sizes, keyed and 
non-keyed

AW80600:

DOOR LOCKS:

AW80800:
Perimeter Seal Q48 2-3mm 
gaps White/Black

a range of options

Perimeter Seal Q21 5-7.5mm 
gaps Black

AW482SS:

AW488SS:

TT84618:

AW483SS:

AW82062:

Intermediate Hinge Set (3) - 
S/Steel

Offset D Handle Hinge Set (3) 
- S/Steel

PVC Guide Channel Insert 
6.5m Black

Int. D Handle Hinge Set (3) - 
S/Steel

Top Mount Track 6000mm 
Clear Anod.

Track Type

Suits No. 
of doors

Track Length
(mm)

Door Thickness 
(mm) min.

Door/Panel 
width (mm)

Max. Weight
Door/Panel 

System Type

Centre pivoting

End pivotting

Glass Cabinet doors

Floor fixed track

Bottom rolling wheel

Internal door

External door

Wardrobe doors

Cupboard doors

Wall mounted track

Top mounted track

Top hung wheel

Bottom guide

Door side fix

Top guide

End stop

Soft-close

Pelmet

olding

Up to 900

Multi-Folding

35

90kg

6000mm

Aluminium
enclosed 
anodised

Up to 
8 Panels
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SWAN TUMUT

DOOR FURNITURE OPTIONS:

SECONDARY LOCKING OPTIONS:

Timber Doors:

MAIN DOOR LOCKING OPTIONS:

COMPONENT BREAKDOWN PER CONFIGURATIONDOOR CONFIGURATIONS

1 DIRECTION 1 DIRECTION

2 LEAF 7 LEAF

SCAN TO VIEW ALLWEATHER 
EXTERNAL ANIMATION

Flushbolts range 
available in both 
Round Top & Square 
Top:

140mm Locking (C4 cylinder)

140mm Non-Locking

210mm Locking (C4 cylinder)

210mm Non-Locking

400mm Non-Locking

45mm or 60mm

Backset Mortice 

Aluminium Doors:

LOCKED UNLOCKED

ARCHITECTURAL DRAWINGSDOOR CONFIGURATIONS

Door track, guide channel and seals requirements are dependent on width 

and height opening sizes.

MORTICE LOCK

ALLWEATHER FOLDING DOOR TRACK
FOR EXTERNAL DOORS

90KG
PER PANEL

www.cowdroy.com.au/product/allweather-external-bi-folding

Kit Code Total 
No. of 
Leaves

Doors 
One Way

Doors 
Opp. Way

Doors 
Opening 
Floating

AW883SS
Pivot Set

AW885SS 
End Set

AW886SS 
Intermed 

Set  
Standard

AW888SS 
Meeting 
Set LH + 

RH

AW483SS 
Handle 

Hinge Set 
Standard

AW488SS 
Handle 

Hinge Set 
Offset

MAWE220 2 2 1 1 1

MAWE330 3 3 1 1 1

MAWE321 3 2 1 1 1 1

MAWE440 4 4 1 1 1 2

MAWE431 4 3 1 2 1 1

MAWE422 4 2 2 2 1 2

MAWE440FL 4 4 2 1 2

MAWE550 5 5 1 2 1 1

MAWE541 5 4 1 2 1 1 2

MAWE532 5 3 2 2 1 1 1 1

MAWE660 6 6 1 1 2 1 2

MAWE651 6 5 1 2 2 1 1

MAWE642 6 4 2 2 1 1 1 2

MAWE633 6 3 3 2 2 2

MAWE770 7 7 1 3 2 1

MAWE761 7 6 1 2 1 2 1 2

MAWE752 7 5 2 2 1 2 2 1

MAWE743 7 4 3 2 1 2 3

MAWE880 8 8 1 1 3 2 2

MAWE871 8 7 1 2 3 2 1

MAWE862 8 6 2 2 2 1 2 2

MAWE853 8 5 3 2 3 1 2

MAWE844 8 4 4 2 2 1 4

MAWE880FL 8 8 2 3 2 2

Left Hand Right Hand

88
Left Hand Right Hand

88

77
Left Hand Right Hand

77
Left Hand Right Hand

77
Left Hand Right Hand

77
Left Hand Right Hand

Left Hand Right Hand

88
Left Hand Right Hand

88

88
88

1 DIRECTION 6 + 1

2 + 1 5 + 2

3 LEAF 7 LEAF

3 LEAF 7 LEAF
1 DIRECTION 4 + 3

1 DIRECTION 6 + 2

1 DIRECTION FLOATING

FLOATING

FLOATING

3 + 1 1 DIRECTION

2 + 2 7 + 1

4 + 1 5 + 3

3 + 2 4 + 4

5 + 1

4 + 2

3 + 3

4 LEAF 7 LEAF

5 LEAF 8 LEAF

6 LEAF 8 LEAF

6 LEAF

4 LEAF

4 LEAF 8 LEAF

4 LEAF 8 LEAF

5 LEAF 8 LEAF

5 LEAF 8 LEAF

6 LEAF

6 LEAF

6 LEAF

Opening Height = Top of Track to Top of Guide Channel
Opening height less 67mm (for minimum gap / tight tolerance)
Opening height less 72mm (for larger gap / 5mm adjustment)

Formula:
Opening Width (OW)
Number of Doors (ND)
Jamb Gap (JG) = 10mm (2 x 5mm)
Hinge Gaps (HG) = (ND - 1) x 4mm
Door Width (DW)

DW = OW - (JG) - (HG
ND

DOOR WIDTH CALCULATIONS

Twin Point Bi Fold Lock

incl. handle and Euro Cyl.

END VIEW

ALLWEATHER
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