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The Horizon is a mid-weight system designed for use on
internal doors up to 120kg (steel wheel). The simple-to-
install design has a nylon wheel option for noise reduction
or a steel wheel option for heavier weight capcity.

GUIDE VIEW

TECH SPECS External door

. Included Feature terneceoy

QO Optional Extra Wardrobe doors
Sliding

L EVECI

Door/Panel 120kg

Cupboard doors

System Type Glass Cabinet doors

FEATURES

Wall mounted track

Top mounted track

Track: Slimline aluminium bottom track - for use with -
Floor fixed track
nylon tyres Door/Panel Up to 2500
Slimline brass bottom track - for use with nylon TR ACK V| EW width (mm) g Top hung wheel
tyl’es Bottom rolling wheel

Door Thickness
(mm) min. Door side fix
End pivotting
Track Length

(mm) 6000mm

Centre pivoting

Bottom guide

Suits No.
of doors

Single/

Multiple Top guide

Aluminium/
brass/
bronze

Wheel assembly:  Steel wheel assemblies with a choice of nylon ' ’ -
or steel tyres
Key features: Compact and secure :
Door Guide: Top mounted aluminium T guide =
Optional: Alternate guide options available '
HORIZON reckipe

PACK / SET

60KG
NYLON

120KG
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Other track sizes may be available to order
TT61371:
TT61351: ' TT61150: 2
- = . - = 8
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OPTIONAL EXTRAS : :
14 cUTOYT  PE6100
55 CUTOUT 19 SHEAVE ASSEMBLY
- TT61800: " TT61900: r TT65832:
2 Brass Screw 6G x 16mm CSK - Brass Screw 6G x 19mm CSK Pelmet Guide 6000mm Clear 'g
- PH - bag of 100 H PH -bag of 100 Anod. & P66100 5
SHEAVE ASSEMBLY‘\ Q :7
TT65834: . TT65900: TT61742: [ N 7 - R
’ Pelmet Guide 6000mm Nylon Guide Block for TT658 Flat Bar Guide 32x3mm ’ = |- MTTWZ
Bronze Anod. — | - Black 4000mm Clear Anod. N\ rrerss 10 ALUNINIUM
ALUMINIUM
TRACK
TT67412: TT67414:
Door Collector Seal w/pile Door Collector Seal w/pile
3000mm Clear Anod. 3000mm Bronze Anod. Where Bi-Passing doors are required, the door thickness determines the track spacing.
FRONT VIEW Minimum door thickness 29mm END VIEW
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