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TRIUMPH

The Triumph Folding Door Track System combines an enclosed track with 
a 4-wheel carriage and sturdy steel pivot sets for a reliable folding door 
system. The fully sealed ZZ ball bearing wheels make for a quiet and 
smooth operation whilst the steel and brass pivots account for durability 
and reliability. 

The Triumph system is ideal for 2-4 doors in one direction but may also be 
used for up to 8 doors with the use of a bottom guide system.

www.cowdroy.com.au/product/triumph-folding

TRIUMPH
FOLDING DOOR TRACK SYSTEM 
FOR SINGLE INTERNAL DOORS

25KG
PER PANEL

TRIUMPH FOLDING

PACK / SET

P36020:

P370CH:

P36030:

P372CH:

Packaged Set for 2 panels - 1220mm track - 
Clear Anod.

Starter Pack - Set for first 2 panels - no track

Packaged Set for 4 panels - 1830mm track - 
Clear Anod.

Add-on Pack - Set for additional 2 panels - no track

2 PANELS

1220MM 

WIDE

STARTER

PACK

4 PANELS

1830MM 

WIDE

ADD-ON

PACK

COMPONENTS & REPLACEMENT PARTS

OPTIONAL EXTRAS

TT37000: TT37100:
Top Pivot Set Bottom Pivot Set

D003CH:
75 x 47mm Fast-fix hinge w/
screws - Chrome

TT34600:

D32141:

Adjusment Spanner 8 & 10mm

Aluminium Guide Channel

TT33800: S31000:
Door Side Fix bracket Spring Loaded guide pack

FEATURES
Enclosed Aluminium track in clear anodised - top mount 

Top and Bottom mounted pivots 

End pivoting - up to 18kg per panel 

Centre pivoting - up to 25kg per panel 

75mm Fast-fix hinges - chrome plated 

Door mounted wheel assembly with quick-release mechanism 

Optional bottom guide and aluminium guide channel

Track: 
Pivot Set: 
Key features: 
Key features: 
Hinges: 
Door Guide: 
Optional:

ARCHITECTURAL DRAWINGS

GUIDE VIEW

TRACK VIEW TECH SPECS

Other track sizes may be available to order

  2
4 

 

  2  

  MAXIMUM 600mm LEAF WIDTH  

  6 END OPENING  
  8  

  57  

  OPENING WIDTH = 2 X LEAF WIDTH PLUS 16  

  16  

  2
2 

 

30
32 WHEN REBATE USED

30
32 WHEN REBATE USED 

(ON PIVOT)

3 CENTRE OPENING
FOR BUTTING 4 LEAF APPLICATION

TT310 TOP MOUNT
ALUMINIUM TRACK

HEIGHT ADJUSTMENT 
SCREW

2mm (HINGE OPENING)
LEAF CLEARANCE
FOR 3 X D3 HINGES

TT37100 / TT37100SS
BOTTOM PIVOT SET

TT37000 / TT37000SS
TOP PIVOT SET
TT367 / TT367SS

END FIX BRACKET

S33700
WHEEL ASSEMBLY

JAMB LEAF LEADING LEAF

LEADING LEAF

  M
A

XI
M

UM
 2

14
0m

m
 D

O
O

R 
H

EI
G

H
T 

 

M
A

XI
M

UM
 O

PE
N

IN
G

 H
EI

G
H

T 
(=

 D
O

O
R 

H
EI

G
H

T 
PL

US
 6

9)
M

IN
IM

UM
 O

PE
N

IN
G

 H
EI

G
H

T 
(=

 D
O

O
R 

H
EI

G
H

T 
PL

US
 4

9)

6 
M

IN
16

 M
A

X

44
 M

IN
53

 M
A

X

  30  

  13  

2 TO 4
ADJUSTMENT

25mm MIN
DOOR THICKNESS

  13  

JAMB LEAF

TT31021:

TT31041:

Top Mount Track 2500mm Mill

Top Mount Track 4500mm Mill

TT31072:
Top Mount Track 5560mm 
Clear Anod.

FRONT VIEW END VIEW
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JAMB LEAF

TT33700

S33700:
Quick Release Wheel 
Assembly Pk 2

TT337SS:
Quick Release Wheel 
Assembly Stainless steel

Track Type

Suits No. 
of doors

Track Length
(mm)

Door Thickness 
(mm) min.

Door/Panel 
width (mm)

Max. Weight
Door/Panel 

System Type

Centre pivoting

End pivotting

Glass Cabinet doors

Floor fixed track

Bottom rolling wheel

Internal door

External door

Wardrobe doors

Cupboard doors

Wall mounted track

Top mounted track

Top hung wheel

Bottom guide

Door side fix

Top guide

End stop

Soft-close

Pelmet

Aluminium
enclosed 
anodised

enclosed 

anels

25

Up to 820

25kg

Multi-Folding

Up to 
8 Panels

Up to 
5560mm


